
GREIN 2-36  
SE NW NW Sec 36 T17N R9W 

OSCEOLA COUNTY, MI 

CURRENT WELLBORE DIAGRAM 

UPDATED APRIL 2014 ByJLT 
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20" CONDUCTOR DRIVEN TO 104 

14-3/4" Hole 

' V 

SURFACE CASING., 
11-3/4", 60#/ft V 
SET @ 904' KB if' 

• CMT w/ 350 SX POZ/200 SX CL A 
CMT TO SURFACE 

A. 

API No. 21-133-36033-0000 
GL @ 1110' 
KB @ 1127' 

WELL COMPLETION DATE: 11/22/83 

, We? t• • I 

10-5/8" Hole 

INTERMEDIATE CASING  
8-5/8", 32#/ft \ 

SET @ 5418' Sch 
CMT w/1210 SX LT-300 SX CL A 
CMT TO SURFACE 

7-7/8" Hole 

PACKER @7887 :BURNT BLUFF PERFS  
Ng/ 8030-8046' 1X/ft, 8049-8059' 1X/ft 

v8030'-8046' ADDED 4 SPF 

PROD. CASING  
5-1/2", 17#/ft 
SET @ 8118' KB 1-,• •  
2 STAGES: 
#1: 450 SX POZ-300 SX LT 
#2: 160 SX CL A 
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TESTING AFTER REWORK  
750 MCFPD, 12 BWPD, FTP = 360 psig 

A 

TD @ 8119' KB 
TO AFTER AFTER REWORK @ 8141' KB 
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